
 

AC SERIES (PISTON PUMP)
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• 35 to 275 litres per minute

• Exceptionally large airflow for the size of unit 

• Low power consumption 

• Oil free pumping 

• Robust and virtually maintenance free

• High flow from compact unit

• All AC Series pumps come supplied complete with  
   manifold and brass fitting

IDEAL FOR

HYDROPONICS 

AQUATICS 

   

   

    
AC35/AC0208 120 x 80 x 78mm0.15 bar35 l/min

MODEL                      FLOW        PRESSURE          CONNECTOR              POWER             DIMENSIONS         MANIFOLD                                     (Max)                         (Max)         

18W8mm

AC45/ACO308 159 x 90 x 95mm0.18 bar45 l/min 22W8mm

AC60/ACO 318 182 x 95 x 116mm0.2 bar60 l/min 32W8mm

AC70/ACO 328 199 x 108 x 133mm0.3 bar70 l/min 50W10mm

AC80/ACO388D 232 x 120 x 148mm0.3 bar80 l/min 70W10mm

AC110/ACO009 278 x 147 x 170mm0.35 bar110 l/min 102W12mm

AC140/ACO009E 283 x 147 x 173mm0.35 bar140 l/min 112W12mm

AC240/ACO300A 307 x 156 x 189mm0.4 bar240l/min 160W12mm

AC275/ ACO500 337 x 171 x 202mm0.45 bar275 l/min 175W14mm
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